
The new XPERT series ïModule 2 
Quality ñMade in Goldenstedtò



2025 The new XPERT series | FH2

Configurator / price list
Design / structure

ÅBase

ÅCoupling

ÅChassis

ÅBody

ÅSpreader unit, dosing unit

ÅOperation and convenience

ÅLighting

ÅMiscellaneous



2025 The new XPERT series | FH3

Base
83101 | Frame

831010134 to 831010142 | BERGMANN XPERT 1.13 to 6.34 spreaders

ÅStandard

ÅContains some assemblies featured on all spreaders:

-Frame (body) incl. side walls and front wall

-Underride guard

-Hose cabinet

-Decorative stickers (red stripe, BERGMANN and XPERT x.xx lettering)

-Hydraulics (longitudinal pipes)

-Wheel chocks



2025 The new XPERT series | FH4

Base
83101 | Frame

Underride guard

Decorative stickers on side walls and rearHose cabinet

Frame (body) incl. side walls, front wall and 
protective screen at front



2025 The new XPERT series | FH5

Base
83101 | Frame

Wheel chocksHydraulics (longitudinal pipes)



2025 The new XPERT series | FH6

Base
*83106 | Operating licence

Å831060000 | Without operating licence

-Optionally available for non-EU countries

-Optionally available if non-CoC-compliant equipment is required (e.g. hydraulic brake or tyres resulting 
in a vehicle width greater than 3 m)

-This position triggers a preselection of items that will be available in later configuration stages.

Å831060002 | EU type approval (CoC)

-This position triggers a preselection of items that will be available in later configuration stages.



Å831070001 | Operator concept 
e-control Light

-Optional

-Operation from the tractorôs control units

-Scraper floor on/off and scraper floor speed 
adjustment via separate operator box

-This position triggers a preselection of items 
that will be available in later configuration 
stages.

2025 The new XPERT series | FH7

Base
83107 | Operator concept

Å831070000 | Operator concept
Manual control

-Standard on all models

-All hydraulic functions are operated from the 
tractorôs control units

-This position triggers a preselection of items 
that will be available in later configuration 
stages.



Å831070003 | Operator concept ISOBUS

-Optional

-All hydraulic functions are operated from an 
ISOBUS operator terminal

ÁTractor terminal

ÁCCI terminal (AEF-certified)

ÁThird-party terminal

-This position triggers a preselection of items 
that will be available in later configuration 
stages.

2025 The new XPERT series | FH8

Base
83107 | Operator concept

Å831070002 | Operator concept PILOTBOX

-Optional

-All hydraulic functions are operated from a 
separate operator box

-This position triggers a preselection of items 
that will be available in later configuration 
stages.



2025 The new XPERT series | FH9

Base
83102 | Country of use

ÅThe country of use defines the language of the stickers and operating instructions.

ÅThe country of use defines the country-specific equipment (if available).

ÅSelecting the country of use allows a quick overview where a vehicle has been offered or 
sold.



2025 The new XPERT series | FH10

Base
83103 | Country-specific equipment 

ÅUnder country-specific equipment, predefined equipment 
packages that are available only for specific countries can 
be selected.

ÅThe country-specific equipment is defined by the country of 
use.

Å831030003 | No country-specific equipment

Å831030004 | Country-specific equipment, Russia

-Document tin for operating instructions, spare parts list, etc.



831040026 | Jack stand, hydraulic [manual 
control]

831040027 | Jack stand, hydraulic 
[PILOTBOX, ISOBUS]

ÅOptional

ÅIncl. holder for two tools

More convenient coupling and uncoupling

2025 The new XPERT series | FH11

Base
83104 | Parking device

831040025 | Jack stand, mechanical (Jost)

ÅStandard on all models

Å10 t tongue load

ÅHand crank and 2-speed gearbox

ÅIncl. holder for two tools

Easy coupling and uncoupling of the 
vehicle with low physical effort



2025 The new XPERT series | FH12

Coupling
83201 | Drawbar

832010022 | Low drawbar 

ÅStandard

ÅMechanical drawbar suspension (standard)

ÅHydropneumatic drawbar suspension 
(optional)

Smooth, comfortable driving without clutch 
jolts when using a ball coupling

The low drawbar point makes starting off at 
high loads easier

Exceptionally agile through slim drawbar 
design

XPERT 1.13 to 

2.16



2025 The new XPERT series | FH13

Coupling
83201 | Drawbar

832010021 | High drawbar 

ÅOptional

ÅMechanical drawbar suspension (standard)

ÅHydropneumatic drawbar suspension 
(optional)

ÅOptions:

-Standard drawbar eye Ø 40 mm: 2,000 kg 
permissible tongue load

XPERT 1.13 to 

2.16



2025 The new XPERT series | FH14

Coupling
83201 | Drawbar

832010023 | Low drawbar 

ÅStandard

ÅMechanical drawbar suspension (standard)

ÅHydropneumatic drawbar suspension 
(optional)

Smooth, comfortable driving without clutch 
jolts when using a ball coupling

The low drawbar point makes starting off at 
high loads easier

Exceptionally agile through slim drawbar 
design

Very long drawbar, therefore suitable for 
tractors with high and wide tyres; very 
agile

XPERT 3.18 to 

6.34



832050029 | Drawbar suspension, hydraulic 
[manual control] 

ÅOptional

ÅThe drawbar suspension works with nitrogen 
accumulators at the hydraulic cylinders.

Coupling height and vehicle inclination 
adjustable from driverôs seat

Superior driving comfort on both road and 
field also at high driving speeds

Impacts and vibrations are reliably absorbed

Coupling
83205 | Drawbar suspension

832050027 | Mechanical drawbar 
suspension

ÅStandard

Maintenance-free rubber buffers

Coupling height adjustment via hole pattern

Less wear on coupling and drawbar eye

Impacts and vibrations are reliably absorbed

2025 The new XPERT series | FH15
XPERT 1.13 to 

2.16



832050030 | Drawbar suspension, hydraulic 
[manual control] 

ÅOptional

ÅThe drawbar suspension works with nitrogen 
accumulators at the hydraulic cylinders.

Coupling height and vehicle inclination 
adjustable from driverôs seat

Superior driving comfort on both road and 
field also at high driving speeds

Impacts and vibrations are reliably absorbed

Coupling
83205 | Drawbar suspension

832050028 | Mechanical drawbar 
suspension

ÅStandard

Maintenance-free rubber buffers

Coupling height adjustment via hole pattern

Less wear on coupling and drawbar eye

Impacts and vibrations are reliably absorbed

2025 The new XPERT series | FH16
XPERT 3.18 to 

6.34



2025 The new XPERT series | FH17

Coupling 
83202 | Drawbar eye

Å832020013 | Drawbar eye, rigid (hitch ring) ø 50 mm, 
flange

-Standard

-3,000 kg tongue load with low drawbar

-2,000 kg tongue load with high drawbar

Å832020020 | Ball joint drawbar eye ø 51 mm, flange

-3,000 kg tongue load with low drawbar

-2,000 kg tongue load with high drawbar

Å832020022 | Drawbar eye, swivelling (hitch ring) 
ø 50 mm, flange

-3,000 kg tongue load with low drawbar

-2,000 kg tongue load with high drawbar

XPERT 1.13 to 

2.16



2025 The new XPERT series | FH18

Coupling 
83202 | Drawbar eye

Å832020017 | Ball coupling K80, flange

-3,000 kg tongue load with low drawbar

-2,000 kg tongue load with high drawbar

Å832020028 | Standard drawbar eye ø 40 mm 
bushing, flange

-3,000 kg tongue load with low drawbar

-2,000 kg tongue load with high drawbar

Å832020024 | Measuring drawbar eye K80, flange, 
included in weighing system

-3,000 kg tongue load with low drawbar

-2,000 kg tongue load with high drawbar

XPERT 1.13 to 

2.16



Å832020029 | Ball joint drawbar eye 
ø 51 mm, round shaft

-3,000 kg tongue load

2025 The new XPERT series | FH19

Coupling 
83202 | Drawbar eye

Å832020002 | Drawbar eye, rigid (hitch 
ring) ø 50 mm, round shaft

-Standard

-3,000 kg tongue load

XPERT 3.18 to 

6.34



Å832020027 | Measuring drawbar eye 
K80, round shaft, included in weighing 
system

-4,000 kg tongue load

2025 The new XPERT series | FH20

Coupling 
83202 | Drawbar eye

Å832020000 | Ball coupling K80, round 
shaft

-4,000 kg tongue load

XPERT 3.18 to 

6.34



Coupling
83204 | PTO shaft

832040003 | Wide-angle PTO shaft on one 
side

ÅStandard, 1 3/8ò (6teeth) 

ÅWalterscheid WWE 2480

ÅProfile tube: Walterscheid 1bGA with 2aG

ÅShaft length (L), retracted: 1,260 mm

Quiet operation

2025 The new XPERT series | FH21
XPERT 1.13 to 

2.16



Coupling
83204 | PTO shaft

832040090 | Wide-angle PTO shaft on one 
side

ÅStandard, 1 3/8ò (6teeth) 

ÅWalterscheid WWE 2480

ÅProfile tube: Walterscheid 1bGA with 2aG

ÅShaft length (L), retracted: 1,560 mm

Quiet operation

2025 The new XPERT series | FH22
XPERT 3.18 to 

6.34



Coupling
83204 | PTO shaft

832040004, 832040005, 832040006 | Wide-
angle PTO shaft on one side

ÅOptional, 1 3/8ò (21teeth), 1 3/4ò (6teeth), 1 3/4ò 
(20 teeth)

ÅWalterscheid WWE 2480

ÅProfile tube: Walterscheid 1bGA with 2aG

ÅShaft length (L), retracted: 1,560 mm

Quiet operation

2025 The new XPERT series | FH23



2025 The new XPERT series | FH24

Coupling
83204 | PTO shaft

832040091 | Wide-angle PTO shaft on one side

ÅOptional, 1 3/8ò (6 teeth)

ÅWalterscheid PWE 580Q, reinforced version

ÅProfile tube, reinforced: Walterscheid V60IGA with 
V60AG

ÅShaft length (L), retracted: 1,310 mm

Reliable power transmission even in curves

Quiet operation

Robust in use

XPERT 1.13 to 

2.16



2025 The new XPERT series | FH25

Coupling
83204 | PTO shaft

832040086 | Wide-angle PTO shaft on one side

ÅOptional, 1 3/8ò (6 teeth)

ÅWalterscheid PWE 580Q, reinforced version

ÅProfile tube, reinforced: Walterscheid V60IGA with 
V60AG

ÅShaft length (L), retracted: 1,510 mm

Reliable power transmission even in curves

Quiet operation

Robust in use

XPERT 3.18 to 

6.34



2025 The new XPERT series | FH26

Coupling
83204 | PTO shaft

832040087, 832040088, 832040089 | Wide-angle 
PTO shaft on one side

ÅOptional, 1 3/8ò (21teeth), 1 3/4ò (6teeth), 1 3/4ò (20 
teeth)

ÅWalterscheid PWE 580Q, reinforced version

ÅProfile tube, reinforced: Walterscheid V60IGA with V60AG

ÅShaft length (L), retracted: 1,510 mm

Reliable power transmission even in curves

Quiet operation

Robust in use



2025 The new XPERT series | FH27

Coupling
83204 | PTO shaft connection profiles



2025 The new XPERT series | FH28

Chassis
83403 | Steering

834030078 | Without steering 

ÅStandard on all tandem models with 
mechanical chassis

XPERT 1.14 to 

4.22



2025 The new XPERT series | FH29

Chassis
83403 | Steering

83403xxxx | Follow-up steering, hydraulically lockable 
[manual control], [PILOTBOX], [ISOBUS]

ÅOptional on all models with mechanical chassis

ÅStandard on all models with hydraulic chassis

ÅThe steering axle can be locked for reversing and road 
transport.

High manoeuvrability on the field

Low ground friction at headlands

Automatic steering axle lock in combination with ISOBUS 

ñreverseò signal from tractor

XPERT 1.14 to 

6.34



2025 The new XPERT series | FH30

Chassis
83403 | Steering

83403xxxx | Forced steering, hydraulic, 
left

ÅOptional on XPERT 1.14 and 2.16

ÅHydraulic displacement steering

ÅOne or two master cylinders with 
K50 coupling(s)

Convenient precision steering

The tyres are also steered when reversing

No manual locking required

Safe steering also when driving on roads

Low ground disturbance and low tyre wear 

through active steering

XPERT 1.14 and 

2.16



2025 The new XPERT series | FH31

Chassis
83403 | Steering

83403xxxx | Forced steering, hydraulic, 
left (tandem), both sides (tridem)

ÅOptional on XPERT 3.18 to 6.34

ÅHydraulic displacement steering

ÅOne or two master cylinders with 
K50 coupling(s)

Convenient precision steering

The tyres are also steered when reversing

No manual locking required

Safe steering also when driving on roads

Low ground disturbance and low tyre wear 

through active steering

XPERT 3.18 to 

6.34



Chassis
83403 | Steering

83403xxxx | Electronic forced steering

No drawbar angle sensor:

Therefore no linkage next to drawbar

Slim design, better manoeuvrability than with 

hydraulic forced steering, since no stops on the 

drawbar

No additional K50 required:

Independent of coupling points on tractor

Can be used with all towing devices

Highly accurate vehicle status detection 
without need for calibration:

Correct trailing

Lower tyre wear

2025 The new XPERT series | FH32
XPERT 3.18 to 

6.34



2025 The new XPERT series | FH33

Chassis
83403 | Steering

834030159 | Forced steering, electronic, 
without drawbar angle sensor, separate 
operator terminal

ÅOptional

ÅSteering angles adapt to driving speed

ÅThe wheels are also steered when reversing

ÅSetting with separate control device

ÅAn acoustic signal for the maximum steering 
angle can be set in the control device

Convenient precision steering

Avoids contact between drawbar and tractor 

wheels

Excellent road driving characteristics

Low ground disturbance

Also for use with tractors without ISOBUS 

capability

XPERT 3.18 to 

4.22



Chassis
83403 | Steering

Selection of direction

Axle pivoting to right or left

Driving on roads

Normal forced steering mode 

automatically selected 

Normal forced steering mode

(2nd axle on tandem)

(1st and 3rd axle on tridem)

Crab steering mode
The same steering angle is manually 

set for all steered axles

Manual steering mode
Steering movement is manually 

set by driver

Offset mode

Slope drift compensation

Slight axle steering despite crab 

steering mode

Driving on the field

After activation, one of the 4 modes 

must be selected within 3 seconds

2025 The new XPERT series | FH34
XPERT 3.18 to 

4.22



2025 The new XPERT series | FH35

Chassis
83403 | Steering

83403xxxx | Forced steering, electronic, 
without drawbar angle sensor, 
[ISOBUS]

ÅOptional

ÅSteering angles adapt to driving speed

ÅThe wheels are also steered when 
reversing

ÅSetting with separate control device

ÅAn acoustic signal for the maximum 
steering angle can be set in the control 
device

Convenient precision steering

Avoids contact between drawbar and 
tractor wheels

Excellent road driving characteristics

Low ground disturbance

No additional terminal in the cabin

XPERT 3.18 to 

6.34



Chassis
83401 | Axles and suspension

834010100 | Single axle 10 t ADR 130-
1900-412E, 10-hole 

ÅStandard

ÅRigid axle

ÅMax. 13,000 kg gross weight

ÅTrack width: 1,900 mm

Easy manoeuvring

2025 The new XPERT series | FH36 XPERT 1.13



Chassis 
83401 | Axles and suspension

83401xxxx | 4-spring unit

Å4-spring pendulum suspension

Å13,000 to 22,000 kg gross weight

ÅTrack width up to XPERT 3.18: 1,900 mm

ÅTrack width from to XPERT 3.22: 
2,100 mm

ÅOptionally reinforced 4-spring unit for 
XPERT 1.14 and 2.16 (up to 20,000 kg)

ÅRigid axle (standard)

ÅFollow-up steering (optional)

ÅHydraulic forced steering (optional)

Balancing rocker arms allow large axle 

movements

High ease of use

2025 The new XPERT series | FH37
XPERT 1.14 to 

4.22



Chassis
83401 | Axles and suspension

83401xxxx | Tandem chassis, hydraulic

ÅLarge hydraulic axle compensation 
(300 mm)

ÅMax. 24,000 kg gross weight

ÅTrack width: 2,100 mm

ÅReinforced axles (optional)

ÅXPERT 5.24 only available with reinforced 
axles

ÅFollow-up steering (standard)

ÅHydraulic forced steering (optional)

ÅElectronic forced steering (optional)

High payload

Good ground following

High roll stability

2025 The new XPERT series | FH38
XPERT 4.24 and 

5.24



Chassis
83401 | Axles and suspension

83401xxxx | Tridem chassis, hydraulic

ÅLarge hydraulic axle compensation 
(300 mm)

ÅMax. 34,000 kg gross weight

ÅTrack width: 2,100 mm

ÅReinforced axles (optional)

ÅFollow-up steering (standard)

ÅHydraulic forced steering (optional)

ÅElectronic forced steering (optional)

High payload

Axle loads are spread over a large contact 

area

Good ground following

High roll stability

2025 The new XPERT series | FH39 XPERT 6.34



Chassis
83401 | Axles and suspension

Hydraulic axle compensation

ÅStandard

ÅLarge compensation of up to 300 mm

Very even, comfortable driving characteristics

When an axle passes over the obstacle, the 

chassis remains at its high level, so that the 

subsequent axles can move freely.

All cylinders have the same pressure ïat all 

times!

The new XPERT series | FH40 2025

300 mm

XPERT 4.24, 

5.24 and 6.34


